Overhead Crane Governing Bodies and Specs

- 1910.179 Overhead and Gantry Cranes
  - OSHA
  - Michigan OSHA Part 18, Overhead and Gantry Cranes
  - CalOSHA

- Group 13. Cranes and Other Hoisting Equipment, Article 92

- ASME HST-5 - 1999 Performance Standard For Air Chain Hoists
- ASME HST-6 - 1999 Performance Standard For Air Wire Rope Hoists
- ASME HST-3 - 1999 Performance Standard For Manually Lever Operated Chain Hoists

- Crane Rigging
  - ASME B30.9 - 1996 Slings
  - ASME B30.9 - 2003 Slings
  - ASME B30.20 - 1999 Below-The-Hook Lifting Devices

- Foreign Crane Specs
  - ISO/FEM - Europe
  - ISO Standards Handbook, Vol 1 and 2

- Bridge Cranes
  - AIST TR-06- SPECIFICATION FOR EOT CRANES FOR STEEL MILL SERVICE
  - CMAA Specifications for Top Running Bridge & Gantry Type Multiple Girder Electric Overhead Traveling Cranes-No. 70
  - CMAA Specifications for Top Running and Under Running Single Girder Electric Overhead Cranes Utilizing Under Running Trolley Hoist-No. 74
  - ASME B30.2 - 2001 Overhead And Gantry Cranes (Top Running Bridge, Single Or Multiple Girder, Top Running Trolley Hoist)
  - ASME B30.11 - 1998 Monorails And Underhung Cranes
    - ASME B30.16 - 1998 Overhead Hoists (Underhung)
    - ASME B30.16 - 2003 Overhead Hoists (Underhung)
    - ASME HST-1 - 1999 Performance Standard For Electric Chain Hoists
    - ASME HST-2 - 1999 Performance Standard For Hand Chain Manually Operated Chain Hoists
    - ASME HST-4 - 1999 Performance Standard For Overhead Electric Wire Rope Hoists

- crane runways
  - CMAA
  - AISC Steel Design Guide 7, James M. Fisher
  - AISC Steel Manual

- Gantry Cranes
  - ASME B30.18 - 1998 Stacker Cranes (Top Or Under Running Bridge, Multiple Girder With Top Or Under Running Trolley Hoist)
  - ASME B30.18 - 2004 Stacker Cranes (Top or Under Running Bridge, Multiple Girder With Top or Under Running Trolley Hoist)

- Bridge Cranes-Stacker type
  - ASME B30.2 - 2001 Overhead And Gantry Cranes (Top Running Bridge, Single Or Multiple Girder, Top Running Trolley Hoist)

- Bridge Cranes-Nuclear
  - ASME NUM-1 - 2000 Rules For Construction Of Cranes, Monorails, And Hoists With Bridge Or Trolley Or Hoist Of The Underhung Type

- Reference Books
  - Crane Runway Systems, John C. Rowswell
  - Metal Building Systems, Alexander Newman

- Hot Metal Handling
  - ANSI Z224.2 Safety Requirements for melting and pouring of metals

- Crane Runway Systems, John C. Rowswell

- MBMA METAL BUILDING SYSTEMS MANUAL


- Foreign Crane Specs
  - CMAA Specifications for Top Running Bridge & Gantry Type Multiple Girder Electric Overhead Traveling Cranes-No. 70
  - CMAA Specifications for Top Running and Under Running Single Girder Electric Overhead Cranes Utilizing Under Running Trolley Hoist-No. 74
  - ASME B30.2 - 2001 Overhead And Gantry Cranes (Top Running Bridge, Single Or Multiple Girder, Top Running Trolley Hoist)
  - ASME B30.11 - 1998 Monorails And Underhung Cranes
    - ASME B30.16 - 1998 Overhead Hoists (Underhung)
    - ASME B30.16 - 2003 Overhead Hoists (Underhung)
    - ASME HST-1 - 1999 Performance Standard For Electric Chain Hoists
    - ASME HST-2 - 1999 Performance Standard For Hand Chain Manually Operated Chain Hoists
    - ASME HST-4 - 1999 Performance Standard For Overhead Electric Wire Rope Hoists

- Compiled by Larry Dunville
- Dearborn Crane & Engineering Co.
- www.DearbornCrane.com

Overhead Crane Governing Bodies and Specs.mmap - 9/11/2007 -